
  Strap fully vulcanised for universal clamps   3114

 

 

 

Application

Suitable for all universal tapping
products

Characteristics

The saddle seal evens out the respective
radius of the pipe.

Tightening torque of the nuts max. 100
Nm

Material

1: Haltebügel INOX V4A, durch
Gummivulkanisation zusätzlich vor
Korrosion geschützt

2: Mutter M16: V4A, Molybdän-
beschichtet

3: Gelenkstück: Kunststoff (Nr. 3160)
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3114080385   80/88.9   385   87-92   1.200

3114080410   80/98   410   96-103   1.200

3114080435   80/108   100/108   80/104   435   104-114   1.300

3114100450   100/118   100/114.3   450   112-120   1.300

3114100477   100/128   125/133   100/128   477   123-133   1.340

3114125530   125/144   125/139.7   530   139-150   1.400

3114125556   125/154   150/159   125/157   556   149-162   1.470

3114150580   150/170   150/168.3   580   165-173   1.480

3114150620   150/180   150/186   620   178-187   1.500

3114200725   200/222   200/219.1   725   217-225   1.600

3114200755   200/232   755   228-235   1.700

3114200790   200/236   200/244   790   239-247   1.750

3114250885   250/274   250/273   885   272-280   1.850

3114250940   250/292   940   290-300   1.940

3114301040   300/326   300/323.9   1040   325-333   2.000

3114301085   300/350   1085   340-350   2.100

3114351190   350/378   350/368   1190   369-380   2.200

3114401350   400/429   1350   422-435   2.400

3114451455   450/470   400/468   1455   465-470   2.520

Hawle Armaturen AG | 8370 Sirnach | Tel.: +41 (0) 71 969 44 22 | www.hawle.ch | 2024 | Subject to changes



Powered by TCPDF (www.tcpdf.org)

Hawle Armaturen AG | 8370 Sirnach | Tel.: +41 (0) 71 969 44 22 | www.hawle.ch | 2024 | Subject to changes

http://www.tcpdf.org

